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Large wood leaves, turquoise stones, and copper findings
lend a breezy Southwest flavor to this simply strung necklace.Desert Winds

Step 1: Use the beading wire to string 1 crimp tube,
4 heishi, 1 crimp tube, and the bar half of the
clasp. Pass back through the crimp tube,
heishi, and crimp tube; crimp the tubes.

Step 2: String 1 leaf and 4 wood rondelles five times. String
1 leaf. String 1 chip and 1 crimp tube eight times. String
1 sardonite round, 1 bead cap, 1 nugget, 1 bead cap, and
1 round. String 1 crimp tube and 1 chip eight times. String
1 crimp tube.

Step 3: *String 1 round, 1 cube, 1 copper spacer, and 1 cube
three times. String 1 round, 1 bead cap, 1 nugget, and 1 bead
cap. Repeat from *. String 1 round, 1 cube, 1 copper spacer,
and 1 cube three times. String 1 round, 1 crimp tube, 3 heishi,
1 crimp tube, and the ring half of the clasp. Pass back through
the tube, the heishi, and the tube; crimp the tubes. Y

MATERIALS
7 turquoise 4mm heishi spacers
18 turquoise 4mm cubes
16 turquoise 6mm chips
3 turquoise 10×15–20mm nuggets
14 sardonite 8mm rounds
20 wood 4×6mm rondelles
6 wood 17×40mm leaves
9 copper 3×6mm spacers
6 copper 14mm bead caps
21 copper 2mm crimp tubes
1 copper 18mm toggle clasp
23" of .015 beading wire

TOOLS
Wire cutters
Crimping pliers

FINISHED SIZE: 211⁄2"

Tip
For a different look, try using silver
components instead of copper.

RESOURCES: Check your local bead shop or contact: Copper beads,
bead caps, and clasp: Hobby Lobby, www.hobbylobby.com. Turquoise,
wood, and sardonite: Beadworks, www.beadworks-dallas.com.

Pat Henry’s dreams came true when seeing one of her designs in the Spring 2006

issue of Stringing magazine. Designing jewelry has opened a whole new avenue of fun

and relaxation for Pat.

Pat Henry
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